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	2018 January New Avaya 7230X Exam Dumps with PDF and VCE Free Updated Today! Following are some new 7230X Exam

Questions:1.|2018 New 7230X Exam Dumps (PDF & VCE) 75Q&As Download:https://www.braindump2go.com/7230x.html

2.|2018 New 7230X Exam Questions & Answers Download:

https://drive.google.com/drive/folders/1SHGhHSVXX17tkkjkXMgeZpc3aqSgId6d?usp=sharing QUESTION 34To receive both the

46xxsettings.txt file and the firmware updates, what are the two locations in Avaya Session Border Controller for Enterprise (SBCE)

administration where you would configure the IP address that Remote Workers telephones use? (Choose two.)A.    in the

Application Relay tab of the Relay Services pageB.    in the Networks tab of the Network Management pageC.    in the Interfaces tab

of the Network Management pageD.    in the Reverse Proxy tab of the Relay Services pageAnswer: ABQUESTION 35In Avaya

Aura® 7, how are calls typically routed from Avaya Aura® Communication Manager (CM) to Avaya Aura® Messaging (AAM)?A. 

  Using a direct SIP trunk group between CM and AAM.B.    Using a direct H323 trunk group between CM and AAM.C.    Using

SIP via Avaya Aura® Session Manager (SM), AAM is built as a user with a Communication Profile and registry routing forwards

the calls to AAM.D.    Using SIP via Avaya Aura® Session Manager (SM), a dial pattern or regular expression forwards the call to

AAM.Answer: DQUESTION 36Considering the message flow to an Avaya Aura® Contract Center (AACC) Agent Desktop, which

protocol is used to communicate between AACC and Avaya Aura® Application Enablement Services (AES)?A.    WCFB.    TSAPI

C.    TR87D.    DMCCAnswer: BQUESTION 37Considering the message flow to an Avaya Aura® Contract Centre (AACC) Agent

Desktop, which protocol is used to communicate between AACC, CCT, and the Agent Desktop PC?A.    CSTAB.    TSAPIC.    SIP

D.    WCFAnswer: CQUESTION 38What are two ways to verify that STUN/TURN messages are being received from web browser

at the Avaya Session Border Controller for Enterprise (SBCE)? (Choose two.)A.    Enable traceFW with the STUN/TURN option

enabled.B.    Enable traceSBC with the STUN/TURN option enabled.C.    Enable traceHTTP with the STUN/TURN option enabled.

D.    Enable debug logging on SBCE and look in ipcs.log.Answer: BDQUESTION 39Which tracing tools that help to debug

WebRTC protocols are available on the Avaya BreezeTM platform?A.    traceTURN, traceSTUN, and traceHTTPB.    traceWEB

and traceSMC.    traceSTUN, traceTURN, and traceCED.    traceHTTP and traceCEAnswer: BQUESTION 40Which statement

about Remote Workers on Avaya Session Border Controller for Enterprise (SBCE) is true?A.    With SBCE, Remote Workers must

use a different dial plan to Office Workers.B.    With SBCE, Remote Workers have less telephone features available compared to

Office Workers.C.    With SBCE, Remote Workers no longer need to use Virtual Private Network (VPN).D.    With SBCE, Remote

Workers have to come to the office to get new firmware on their phones.Answer: CQUESTION 41On the Avaya Session Border

Controller for Enterprise (SBCE), which tool would you use to view WebRTC messages coming through SBCE?A.    webrtctrace on

B.    traceWEBRTCC.    traceHTTPD.    traceSBCAnswer: DQUESTION 42A company is deploying an Avaya Session Border

Controller for Enterprise (SBCE) for their Remote Workers only. The Remote Workers use 9640 hard phones which need to have

46xxsettings.txt downloaded to them.What is the minimum number of IP-addresses they need to assign to their private and public

Network Interface Cards (NICs)?A.    1 IP-address to their private NIC, and 1 IP-address to their public NIC.B.    2 IP-addresses to

their private NIC, and 1 IP-address to their public NIC.C.    1 IP-address to their private NIC, and 2 IP-addresses to their public NIC.

D.    2 IP-addresses to their private NIC, and 2 IP-addresses to their public NIC.Answer: CQUESTION 43When enabling Remote

Worker telephones to access a Public Directory, which additional configuration item needs to be configured on the Avaya Session

Border Controller for Enterprise (SBCE)?A.    an LDAP End Point Policy GroupB.    a reverse proxy for LDAPC.    an application

relay for LDAPD.    an LDAP Server FlowAnswer: AQUESTION 44Which three statements about the Avaya Session Border

Controller for Enterprise (SBCE) are true? (Choose three.)A.    Split horizon DNS with FQDN is recommended to allow

smartphones to seamlessly register with Avaya Session Border Controller for Enterprise, when out of range of Wi-Fi over the

Mobile network, and register direct with Avaya Aura® Session Manager when connected to a corporate Wi-Fi.B.    You must use

HTTPS as opposed to HTTP when web browsing to the Element Management System (EMS).C.    When ignoring traffic

considerations, it is possible to co-reside WebRTC, Remote Worker, and SIP Trunking applications on the same Avaya Session

Border Controller for Enterprise (SBCE).D.    Remote Worker and SIP Trunking can use the same IP addresses for both services.E.  

 You can SSH to Avaya Session Border Controller for Enterprise using PuTTY with standard port 22.Answer: ABE
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